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CHAPTER 4. MINIMUM EQUIPMENT LISTS (MEL) AND
CONFIGURATION DEVIATION LISTS (CDL)

SECTION 3. MEL APPROVAL PROCESS

1123. GENERAL. This section contains specific will contact the appropriate aircraft certification offid

direction, guidance, and procedures to be used by(ACO) and provide that information to the POI.

aviation safety inspectors (ASI) when evaluating and
approving MEL's. The operator's MEL is developed by

A.  Operator Familiarization In phase one of thdg

the operator from the appropriate master minimum MEL approval process, the POI should determine
equipment list (MMEL), then approved by the Federal scope of the task, based on the operator's experiqnce

Aviation Administration (FAA). The FAA approval

process for an MEL follows the general process for OPerator's needs and experience, and should pro ,
4adV|ce and guidance to the operator as necessary. HOI's

Mmust ensure that the operator clearly understands
MEL document preparation is solely the operato
responsibility.

approval or acceptance described in volume 1, chapter
section 6, of this handbook. This section contains an
expansion of the FAA approval process for the MEL.

1125. MEL ACCEPTABILITY. The general criteria
for MEL acceptability are as follows:

with MEL's. POI’s should adapt the discussion to fit the

B. Required Document SubmittaPOl's should

advise the operator that, for an MEL to be approved,

following documents must be submitted:

A.  Equally or More Restrictive The operator’s
MEL must not be less restrictive than the MMEL, the
Federal Aviation Regulations (FAR), the operations
specifications (OpSpecs), the approved flight manual
limitations, certification maintenance procedures, or
airworthiness directives (AD).

B. Appropriate The MEL must be appropriate to
the individual aircraft make and model.

C. Specific The operator's operations (“O”) and
maintenance (“M”") procedures must be specific to the
aircraft and the operations conducted.

D. Applicability An MEL should be applicable for
the FAR under which the operator is certificated.

1127. INITIAL PHASE OF MEL APPROVAL. In this
phase of the MEL approval process, the operator should
consult with the principal operations inspector (POI)
regarding requirements for either developing an MEL or
for revising an existing MEL. The POI should consult
with and seek the participation of the principal
maintenance inspector (PMI) and the principal avionics
inspector (PAI) during the entire approval process.
During the review of the “O” and “M” procedures, the
POI, PMI, and PAI may consult with the Flight
Operations Evaluations Board (FOEB) chairman as
necessary concerning specific procedures. When the
FOEB chairman determines that additional engineering
support is necessary, the FOEB chairman
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NOTE: Several manufacturers have produced
manuals of recommended procedures for
operating with inoperative equipment. The
Lockheed and McDonnell Douglas MEL
Procedures Manual and the Boeing Dispatch
Deviation Guide (DDG) are examples of these
manuals. FAR Parts 23 and 27 manufacturers
normally do not publish procedures manuals.
When a  manufacturer's recommended
procedures exist, operators may use them or may
develop alternate procedures. When contract
services are used to develop the operator's MEL
along with acceptable *“O" and “M”
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procedures, the principal inspectors should
review the “O” and “M” procedures in light of
the type of operations being conducted and
should ensure the acceptability of the
procedures. The principal inspectors should
ensure that the developed MEL procedures can
be adequately implemented by the operator.
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a specific MMEL has not been issued. When an opertor
is approved to use this generic MMEL, and a specffic
MMEL for the individual aircraft type is subsequent
issued, the operator's MEL must be revised within
specified time frame to conform to the specific MMEL.

1129. FINAL PHASE OF MEL APPROVAL

. ) PROCESS. The final phase begins when the operajor

C.  Materials Provided to the Operatok computer  formally submits the proposed MEL or MEL changes|to
copy of the MMEL is accessible to Flight Standards the pOI. The POI should initially review the operatof's
District Offices (FSDO) through the Master Minimum  sypmittal to verify that it is complete, contains tHje
Equipment List Subsystem (MMEL Subsystem) as yequired elements, as listed in paragraph 11298(6) of fhis

discussed in section 5 of this (;hapter. However, it is section, and is detailed enough to permit a thorodgh
preferred that the operators obtain a copy of the MMEL o\ 51uation of the MEL.

by computer and modem directly from an MMEL
bulletin board. If the MMEL s furnished to the operator A Unacceptable Submittalf the POI finds the

on computer disk, the MMEL should be in standard proposed MEL package to be incomplete or unacceptgble
ASCII (DOS text) format. This allows the operator to use zt this time or at any other juncture in the approyal

different word processing packages and different types ofrgcess, the POI should contact the operator. A sargple
computers when editing the document. The POI should|giier is provided in figure 4.4.3.1. If a mutuall

provide the operator with one of the following: acceptable correction cannot be immediately agrged

« The access number of the Flight Standards upon, the entire package must be immediately returnef to

bulletin board system for direct computer the operafor, or its representati\'/e,' along with
modem access to the MMEL and relateq ©€XPlanation of the problems found within the documengs.

information; or

B. Acceptable Submittallf the POI finds the

« A computer disk containing the appropriate Proposed MEL package to be complete and to confain

MMEL (computer disk to be provided by the the required information  in an acceptable format,
operator); or detailed analysis begins. During this analysis, the

should coordinate with the PMI and the PAI to perfor

* A hard copy of the MMEL document and detailed examination of the proposed MEL docum
appropriate guidance material (as a last and other supporting documents and procedures. IfJthe
resort) operator does not currently have an MEL program, Jits

. MEL management program must also be reviewed [for
D. Document Form. The operator may submit v prog {

MEL draft documents to the FAA either on hard copy
(printed on paper) or on computer disk, as mutually
agreed upon between the operator and the POI. Th
operator and the POI should discuss the techniques that (1) Timely Review POI's should promptly
will be used for revising and editing the proposed
document. It is important that the operator understand
that when the process is complete, the final proposed
MEL must be submitted on paper unless otherwise
approved by the Administrator.

acceptability. Inspectorsheuld examine the technic
content and quality of the goosed MEL document an
eother supporting documents and procedures as follow

U)

address all deficiencies and notify the operator of 4ny
discrepancies or outstanding issues. The POI and]the
operator may informally coordinate by telephone Jto

clarify minor discrepancies or misunderstandings.

E. MEL Format. The MMEL format has been (2) Reference Materialnspectors should use th
standardized to facilitate the development, revision, andMMEL as the primary reference document wh¢n
approval of both master and operator documents. Whilereviewing and approving the MEL. In additior,
the master document contains eight total sections, six ofinspectors should use the following references:
these sections are considered basic for MEL
development and should be included in each operator’s * Related FAR
MEL. Refer to paragraph 1129B(6) for a detailed list of
each MMEL section and whether or not it should be
included in the operator's MEL.

» Appropriate advisory circulars (AC)

Approved flight manual
F. Generic Single-Engine MMEL’s.A generic

MMEL for single-engine aircraft was developed and » Operator's OpSpecs

published by the FAA. This MMEL is applicable to

all single-engine airplanes and helicopters for which

Operator's manuals
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« MMEL policy letters « A listing of all of the pages in the MEL
(including the date of each page and [ts

(3) Coordination with Technical Group®uring number or revision number)

this phase, the POl may wish to coordinate with the

appropriate aircraft evaluation group (AEG) for * The MMEL revision number on which th¢
guidance. Inspectors should refer to volume 8, chapter 3, MEL is based
of this handbook for information on the technical » A signature block containing space fqr
guidance available through the AEG. signature of the POI (only if this page is ustd
as a means of conveying FAA approval of the
(4) Document DeficienciesRefer to paragraph MEL)

1129A of this section. .
2. Optional ContentsThe operator may

(5) Change in Scheduléf certain MMEL items include additional information on the control page fo
must be addressed within a specific time frame, the POlprovide flexibility and additional approval functions.
should notify the operator of this requirement as soon as _ .

3. Highlights of Change Page (Optional].

possible. If the operator is unable to meet these schedulq_hiS page contains a synopsis of the changes made b the

reguwements, the POI should negotiate a new SChedUIeoperator in each revision.
with the operator.

_ (H Additional Items. The operator may|
(6) MEL Evaluation.Inspectors should compare include additional information sections in excess of the
the operator's MEL changes against the correspondingsix FAA sections.

items in the current MMEL for the specific aircraft type. (7) Individual Air Transport Association o
In addition, inspectors should verify that the operator's pomerica (ATA) System Page Evaluatidfhese pages
MEL contains the following required items: contain a list of individual items of equipment in tHe

(a) Cover Page (Optional)The MEL cover a!rcraft together Wl'th provisions for th_e operation _oft e
tains the operator's name and the make an%lrcraft when the items are inoperative. The reviewihg

page con , ) . spector should examine the individual ATA syst

model of the aircraft to which the MEL applies. pages, ensuring that the MEL is at least as restrictivg as

(b) Table of Contents (Requiredjhe table of the MMEL and that operator’s procedures are adeqyate
contents  contains a list of all of the pages in the MEL @nd appropriate. The inspector should also examinejthe

by tite and the corresponding page identification material contained on these pages for conflict with fhe
(usually a page number) FAR, with the approved flight manual emergengy

procedures and limitations, and with the operatqrs
(c) Log of Revisions (Required)The log OpSpecs. The following elements are included:
contains the revision identification (usually a number) (@) The ATA Numbering SysterDperators
and date of the revision. It may also contain a list of the ghoyid use the standard ATA numbering system, simflar
revised pages, a block for the initials of the persontp the manner used in the MMEL, for numberifg
posting the change, and additional enhancements for uséndividual pages in this section. An example of tHis
by the operator. numbering system would be the communications page;

(d) Preamble and Defitions (Required)The the first page would be 23-1; the second page would be

standard MMEL preamble and definitions section must 23-2. . .

be reproduced word-for-word in each MEL, without (b) Individual Items of Equipment.The
modification, except as specified in Flight Standards MMEL qontalns lllsted items of installed equipment that
Policy Letters 25 and 70. may be inoperative.

1. MMEL Items not Listed on th¢

. () Control Page (R(_aquwed)'.he control page Operator's MEL If items listed on the MMEL are no
is used as a method for keeping track of the status of thqisted on the MEL there is no relief

MEL and includes a record of the revision status or the )
date of each page of the operator's MEL. It may also be 2. MMEL ltems Listed on the

used as a means of conveying FAA approval of the MEL. OPerator's MEL.Each piece of equipment that ip
installed on the aircraft and that is contained }n

1. Minimum Contents At a minimum, the  the MMEL, for which the operator seeks relidf

control page must contain the following: and that is appropriate for its operation, should pe
listed on the appropriate page of the operatof’s
e The operator's name MEL within the associated ATAI
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system. The operator may be more restrictive than
permitted by the MMEL by not listing certain items in
its MEL. Each item title on the operator's MEL will
generally be entered exactly as it is shown on the
MMEL. Exceptions include the following:

« When the MMEL uses a generic term to
address equipment that serves a similar
function but various operators use different
names for that equipment; or

When the MMEL lists functions rather than
individual pieces of equipment within that
category (Examples include “Navigation
Equipment” or “Communications
Equipment.” In such cases, the MEL must
contain a list of the individual equipment or
systems within that category that are
actually installed on the aircraft, such as
“VHF Communications Transceivers.”
When items of this type consist of several
components of a system, the item may be
listed as a complete system, such as “VOR
Navigation System,” consisting of a VOR
navigation receiver and its associated
indicator. The inspector should ensure that
the operator has not listed inappropriate
items or items that are listed individually
elsewhere in the MMEL. However, the POI
is authorized to approve generic MMEL
relief for navigation or communication
equipment that is appropriate such as ILS,
VOR, VHF, HF and GPS.)

3. Items Listed on the MMEL but not
Installed on the Operator’s Aircraff.he POI may follow
several acceptable methods of dealing with an item of
equipment being listed on the MMEL but not installed on
the operator’s aircraft. One method is to simply omit the
item from the MEL altogether, renumbering individual
items within an ATA category as necessary to provide
proper continuity. (It should be noted that individual item
numbers on a page are not necessarily ATA code

11/02/94

aircraft. Operators should not produce or use this synjbol
in the MEL.

5. Repair Category. Each item of
equipment listed in the operators MEL, except fpr
Administrative  Control Items and Passenger
Convenience Items, must include the repair categpry
designator for that item as shown on the MMEL. Thqse
designators, categorized as “A,” “B,” “C,” or “D;
indicate the maximum time that an item may remagin
inoperative before repair is made. The actual regair
categories corresponding to these letters are provided in
the “Notes and Definitions” section of the MMEL. Th
operator may choose to adopt a more restrictive re
category than the one shown on the MMEL, but may
relax the requirement. Components or subsystemd
items categorized in the MMEL, such as items
communications or navigation equipment that are
listed individually in the MMEL, must retain the rep
category shown on the MMEL when listed as sepa
items on the MEL.

hair
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6. Passenger Convenience ltems.
Passenger convenience items relate to the convenidnce,
comfort, and entertainment of passengers and must never
affect the airworthiness of the aircraft. These items |do
not carry a specific repair category; however, the opergtor
should make repairs to convenience items within] a
reasonable time frame. Normally, the operator lists thpse
items individually in ATA chapters 25 and 38. Passenger
convenience items may be included elsewhere in fhe
MEL if clearly identified as passenger convenienge
items. POI's should review the proposed MEL to decide
which passenger convenience items are components of
an item appearing in the MMEL. When listing passenger
convenience items on the MEL, the operator must Jist
each item for which the operator wishes relief. The
operator may make a list of passenger convenience ittms
that, once it is acceptable to the POI, is held at fhe
certificate-holding district office (CHDO). Passengpr
convenience items also apply to cargo airplanes,] as
appropriate.

7. Items

Administrative Control

numbers, but are simply sequential item numbers within “Administrative control item” means an item listed by tble
I

an ATA category.) Another method is to list the item as operator in the MEL for tracking and information
shown on the MMEL, and to show the Number Purposes. It may be added to an operator's MEL

Installed as zero. In this case, the “Number Required for@Pproval of the POI, provided no relief is granted,
Dispatch” would also be zero, and the remark “Not provided conditions and limitations are contained in

by
or
an

" p approved document (such as Structural Repair Manudl or
Installed” may be noted under “Remarks and _: . L X
E R, . desi hould b airworthiness directive (AD)). If relief other than tht
Xgept'ons' repair category designators shou egranted by an approved document is sought for Jan
omitted. administrative control item, the operator must submif a

. ) . request to the Administrator. If the
4. Triple Asterisk Symbol (**2) The iy review and approval by the FOEB, the ite
triple asterisk symbol is used in an MMEL to indicate pbecomes an MMEL item rather than

that an item is not installed on some models of the administrative control item.

4-592 Vol. 4
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could be considered administrative control items are dispatch. There can be several factors that
cockpit procedure cards, medical kits, and life vests. establish this number. In some cases, it is
These items should appear in the appropriate ATA determined by a _reference“ to  specific
chapter and would not have a repair category. When the requwe'men“ts listed in the “Remarks or

: : Exceptions” column of the MMEL. An example
operator chooses this course of action, the POl must

. - ) ) would be cabin lights. In this case, the MMEL
examine each proposed administrative control item on may show a variable number installed while the

the operator’s proposed MEL to ensure that the following  “Remarks or Exceptions” column might state
conditions are met: that 50 percent of those items be operable. The
) o . ) number required for dispatch would therefore
* No item is included as an administrative be 50 percent of the number of lights
control item if it is included elsewhere in the determined to be actually installed on the
MMEL individual aircraft. Another case where the
MMEL may show a variable number required
* Administrative items are not included as a for dispatch is when the “Remarks or
subsystem of items listed in the MMEL Exceptions” column of the MMEL contains the
statement, “As Required by FAR.” In this case,
» Administrative items are not granted relief in the number is the minimum quantity of these
the MEL unless the release conditions or items that must be installed for operations
limitations are contained in another approved  under the least restrictive regulation under

document which the operator conducts operations. For
example, FAR Part 135 requires two
8. Number of Items Installedlhe MEL communications transmitters for operating a

will normally contain the actual number of items of small airplane as a commuter operator under
particular equipment installed on the aircraft. This  instrument flight rules (IFR). Only one
number may be either greater or less than the number ggrr:lsamngte%saiteeiuIrgge?gtizﬁs ng dlSr?ofr?é Og_re
'shown'on the MMEL. The MMEL shows t'he number of required for visual flight rules (,VFR) operations
items installed as the number of those items normally \hen operating outside of controlled airspace. If
installed on a particular aircraft type. Individual aircraft ~ none are required, the minimum number of
operated by an operator may have a different number of transmitters required for dispatch could be
items. Frequently the MMEL shows a dash in the zero.

“Number Installed” column. This dash indicates that a 10. “Remarks or Exceptions.” Certain
variable quantity of these items are generally installed onitems demand specific relief developed by the operatof as
the aircraft. If the operator has an MEL for a single authorized through OpSpecs, area of operation and HAR.
aircraft or identical aircraft, the actual number of these “As required by FAR” is an example of this type ¢f
items on the particular aircraft must be listed in the MEL. relief.

If the operator has an MEL for multiple aircraft, and the 11. Other IltemsOther items in which relief
equipment is not installed on all aircraft or there is a has been specifically written to reflect actions pr
variable quantity between aircraft, the operator's MEL restrictions to the operation may be changed only when
will not reference specific aircraft identifications; the the FOEB chairman makes a change to the MMHL.

“Number Installed” column may contain a dash. Generally they contain “O” and “M" procedures in whi
the operator develops its company procedures to congply

h. with the MEL.

9.  Number of ltems Required for Dispatc

Normally, the number of items required for dispatch is (8) Evaluation of Associated Documentatiof.
determined by the FOEB and may be modified in the The inspector should evaluate the supportihg
MEL in only two cases: documentation submitted by the operator to ensure thpt it

is complete and appropriate.
* When the item is not installed on the aircraft, (@) The Operator's Manual. Inspectors

in which case a zero may be shown as the ghoyld evaluate the operator's manual to ensure tht it
number required for dispatch contains adequate guidance for the operator's personngl in
« When the item is shown in the MMEL as ¢onducting operations using the MEL. Generally, if the

being a variable number required for dispatch operator does not presently have an MEL program, fthe
applicable portions of its manual and other guidafce

NOTE: In this case, the reviewing inspector material should be submitted at the time the MEL]is
should ascertain that the operator has made a submitted for initial review. When evaluating the operatdr's
determination as to the number required for manual, inspectors should use the following guidance:
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(b) Documentation Procedures. The « A review of items deferred due t¢
procedures for documenting inoperative equipment unavailability of parts
and any required maintenance release procedures « The specific duties and resporitites of the
should be clear. At a minimum, provisions for managers of the MEL management prograjn,
recording the following items should be developed: listed by job title
« An identification of the item of equipment 1131. TERMSAND CONDITIONS OFRELIEF. This
involved section contains the terms and conditions of refef

« A description of the nature of the malfunction granted to an operator for operating the aircraft wjth

) L i items of installed equipment that are inoperative. The
* An identification of the person making the

entry

operator must state the terms and conditions under which
operations may be conducted with inoperative items [for
* The MEL item number for the equipment the operator's particular organization and aircraft. The
involved reviewing inspector must address the following elemehts

(9) Crew Notification. The operator should of this section:

establish. procedgreg for advising the pilot-in-command A, Standard PhraseologyWhen reviewing the
(PIC) of inoperative items and required procedures SUChMEL, inspectors should ensure that the operafor
as affixing placards, alternate operating procedures, ancbenerally uses the phraseology used in the MMEL]to
instructions for the isolation of malfunctions. The PIC ensure clarity and standardization. In some capes
and the operator are both responsible for ensuring thainodified phraseology is appropriate for the operatdr's
flights are not dispatched or released until all of the specific installation. The POI should refer questiohs

requirements of the “O” procedures and “M” procedures about non-MMEL phraseology to the FOEB chairmfin

have been met. for resolution.

(10) Flight Restrictions. The operator should B.  “As Required by FAR."The general term, “As
establish procedures to ensure that dispatch or otheRequired by FAR,” applies to ATA chapters
operational control personnel, as well as the flight crew, (Communications), 31 (Instruments), 33 (Lights), and B4
are notified of any flight restrictions required when (Navigation Equipment). When this term appears in fhe
operating with an item of equipment that is inoperative. “Remarks or Exceptions” section of an MMEL, t
These restrictions may involve maximum altitudes, operator's MEL must contain the specific conditions that
limitations for the use of ground fétes, weight  apply. The operator usually must research the applicgble
limitations, or a number of other factors. regulations in detail to develop the appropriate provisigns

o , that apply to that operator’s particular operations. pAn

(11) Training Program Ma,ltenal. Inspectors  eyample of a typical distance measuring equipmpnt
should ensure that the operator's flight and ground p\E) remark could read, “Not required for flight
personnel training programs contain adequate instructionyajow EL 240
for MEL use.

o7

NOTE: The operator's MEL must clearly
(12) MEL Management Prograrithe POI should establish the actual requirement for its

coordinate closely with both the PMI and the operator on operation when the MMEL stipulates “As
the MEL management program. Operators must develop Required by FAR.” It is not acceptable for the
an MEL management program as a comprehensive \EL to simply refer to the FAR.

means of controlling the repair of items listed in the

approved MEL. Operators must include a description of C. “O”and “M” Procedures.

the program in their maintenance manual or other
documents. The MEL management plan must include the
following:

(1) “O” and “M” procedures must contair
descriptions of the individual steps necessary |to
) ] accomplish each process. For example, if the MMEL
* A method for tracking the date and time of ¢ontains an “M” symbol with a provision that a vahje

deferral and repair must be closed, the operator must include the appropfiate
» The procedures for controlling extensions to procedures to close the valve as part of the operafr’s

maximum repair categories manual or MEL. The reviewing inspector must ensyre
« A plan for coordinating parts, maintenance, thatthe procedure addresses the following:

personnel, and aircraft at a specific time and

place for repair * How the procedure is accomplished

e The order of accomplishing the elements pf
the procedure

4-594 Vol. 4
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e« The actions necessary to complete the sos thatinclude specific conditions under which an itgm
procedure of equipment may be inoperative. These provisos must
be carried over either verbatim into the operator's MEL
(2) For example, if the MMEL contains an “M”  or by using equivalent terminology. Provisos afe
symbol with a provision that a valve must be closed, the distinct from “O” and “M” procedures. A procedure |
operator must include detailed steps and actions foran action that must be performed. A proviso is|a
closing and testing the valve and installing the placard. condition that must exist. For a proviso that operatidns
The actual written procedures may be contained withinmust be conducted under VFR, an operation undeif an
the “Remarks or Exceptions” section of the MEL, in |FR flight plan is not permitted, regardless of tHe
separate documents, or attached as an appendiXyeather conditions. When reference is made to vidual
Inspectors should consult the Guidelines for “O” and meteoro]ogica| conditions (VMC), operations may pe
“M” Procedures of the MMEL when evaluating these conducted under an IFR flight plan, but only in VMC.
procedures. The section about the Guidelines for “O” and
“M” Procedures does not have to be contained within the 1133. DEMONSTRATION PHASE. A demonstration
operator's MEL. If the “O” and “M” procedures are not phase is normally not required for an MEL approvl.
contained within the MEL, the MEL should include a When an Operator is deve|oping an MEL in Conjuncti n

v)

reference to the location of the procedures. with original certification for initial issuance of a
operating certificate, or when instituting service withja
NOTE: While inspectors should ensure that the new aircraft type, a demonstration of the operatqr's
procedures are detailed and explicit, it is not ability to use an MEL may be conducted during ahy
necessary that the operator repeat obvious required aircraft proving tests.
requirements of the MEL item, of the FAR, or of
other established standards. 1135. POl APPROVAL OF THE OPERATOR'S
MEL. After the POI is satisfied that the MEL is in full
(3) “O" Procedures. The “(0)" symbol  compliance with all applicable requirements, the PPI

indicates a requirement for a specific operations shall sign the MEL control page or the individual MEL
procedure that must be accomplished in planning forpages to signify approval. If the operator has tfot
and/or operating with the listed item inoperative. previously been authorized to operate under an MEL, fthe
Normally, these procedures are accomplished by thepy| should issue paragraph D95 of the OpSpgcs

flightcrew; however, other personnel may be qualified concurrently. The POI may send a letter of approva] if
and authorized to perform certain functions. The desired (figure 4.4.3.2.).

satisfactory accomplishment of all procedures,

regardless of who performs them, is the responsibility 1137. PROGRAM TRACKING AND REPORTING
of the operator. Appropriate procedures are required toSUBSYSTEM (PTRS) INPUT. The POI should record
be published as a part of the operator's manual or MEL. the initial approval of an MEL on FAA Form 8000-34,
(4) “M" Procedures. The “(M)" symbol “PTRS. Da}ta Sheet” using .act|V|ty gode 1321 under
“Organizational and Technical Administration.” T

indicates a requirement for a specific maintenance
procedure which must be accomplished prior to PTRS should be used to track the MEL approval prodess

operation with the listed item inoperative. Normally from phase one through phase five. After receiving fhe

these procedures are accomplished by maintenanc®0Posed MEL from the operator, the POI can opeg a
personnel; however, other personnel may be qualifiedrecord for the approval and document each phase of the

and authorized to perform certain functions. Procedures""ppr_oval prqpess in Section IV of the 'data sheet by
requiring specialized knowledge or skill, or requiring the maklng additional comment§ when requwecj. (")nce he
use of tools or test equipment should be accomplished b))VlEL is approved, the PTRS is closed with a *C.

maintenance personnel. The satisfactory accomplishment ) .
of all maintenance procedures, regardless of who1139. FINAL STEP. As the final step in the MEL

performs them, is the responifity of the operator. approval process, the POI enters the operator and VLEL

Appropriate procedures are required to be published adnformation into the Master Minimum Equipment Li
part of the operator's manual or MEL. SubSystem (MMEL Subsystem) as described in volu

4, chapter 4, section 5.

—t

(5) Provisos. The “Remarks and Exceptions”
section of the MMEL generally contains provi- 1140.-1148.RESERVED.
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FIGURE 4.4.3.1.
EXAMPLE OF LETTER TO OPERATOR DENYING APPROVAL OF MEL

FAA Letterhead

[datg

Mr. Robert Smith

Director of Operations

ABC Airlines

1 Park Avenue

New York, NY 11021

Dear Mr. Smith:

This letter is to inform you that the Minimum Equipment List (MEL) submitted for approval on June 6 is being returned
to your office. A comparison of ABC’s MEL against the current Master Minimum Equipment List (MMEL) shows that
in the following places ABC’s MEL is less restrictive than the MMEL.

Specifically, these System and Sequence Numbers do not comply with acceptable procedures:

1. Page 24-1, item 3. DC Loadmeter

2. Page 28-1, item 1. Boost Pumps

3. Page 30-3, item 13. Pitot Heater

Additionally, ABC’s MEL does not include the required Control Page.

If you have further questions on the MEL approval process, please feel free to contact me.

Sincerely,

John Doe
Principal Operations Inspector
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FIGURE 4.4.3.2.
EXAMPLE OF LETTER TO OPERATOR APPROVING AN MEL |

FAA Letterhead

[date]

Mr. Robert Smith
Director of Operations
ABC Airlines

1 Park Avenue

New York, NY 11021
Dear Mr. Smith:

This letter is to inform you that the Minimum Equipment List (MEL) submitted for approval on June 6 has beer
approved. The control page has been signed and paragraph D95 of the Operations Specifications has been issued.

Sincerely,

John Doe
Principal Operations Inspector
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